




32

Primer 220

The Tomac Primer 220 is a race-ready downhill or freeride bike that’s been designed from the ground
up by Doug Bradbury and Mark Landsaat. The bike features optimized geometry, frame tubing and
linkage, and is based off of Johnny T’s original race downhill bikes. Major improvements in the overall
suspension design promise to make the Primer 220 the must have downhill bike for next year.

Technical Features
• 220mm rear travel, designed for 203mm travel fork

• 11.5 pound/5200 gram frame weight for medium size bike

• 7050 aluminum 

• Forged and CNC machined aluminum links and dropouts

• Single pivot linkage design with oversize 83mm bottom bracket shell

• Custom hex rear axle (included with bike)

• Low leverage 9.5 x 3 inch (240 x 76) stroke rear shock

• Oversize bearings

• Low stand over height 

• Available in small, medium and large
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Primer 220

1.5 inch head tube for increased strength 
and bearing contact surface

Purpose-driven 
hydroformed 
top and down tubes 
for maximum stiffness

Low stand over height with dipping top tube

Reinforced 
head tube 
and bottom 
bracket areas

Standard 150/12mm rear hub/axle spacing

Fully enclosed front derailleur cable 
to eliminate muck build up 
and shifting woes

Triangulated swing arm
for increased stiffness

Oversize seat stay brace
for stiffness

Oversize pivot bearings

05 standard ICG chain guide mount,
fits Gravity and E-13 SRS Guides

Low leverage
9.5 x 3 inch (240 x 76)

stroke rear shock

Box section seat and chain stays

Oversize three bolt replaceable rear derailleur hanger
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Primer 220 Geometry

Primer 220 S M L

Shock ETE 240X76  (9.5X3) 240X76  (9.5X3) 240X76  (9.5X3) 

Rear Travel 220mm (8.7 inch) 220mm (8.7 inch) 220mm (8.7 inch)

Fork Travel 200mm (7.9 inch) 200mm (7.9 inch) 200mm (7.9 inch)

Head Tube Angle 64 64 64

Seat Tube Angle 62° 62° 62°

Head Tube Length 120mm (4.72 inches) 120mm (4.72 inches) 120mm (4.72 inches)

Seat Tube Length 405(15.94 inches) 425mm (16.73inches) 445mm (17.5) inches)

Effective Top Tube Length 580(22.83 inches) 600mm (23.62 inches) 620mm (24.40 inches)

Wheelbase 1152(45.35 inches) 1171mm (46.10 inches) 1193 (46.96 inches)

Chainstay Length 441 (17.36 inches) 441 (17.36 inches) 441 (17.36 inches)

BB Height 377mm (14.84 inches) 377mm (14.84 inches) 377mm (14.84 inches)

Standover Height 796mm (31.33mm) 796mm (31.33mm) 796mm (31.33mm)

 


